


Handcuff Specifications

Model Weight Material Finish Minimum Minimum Inside  Maximum Inside ~Maximum Overall ~ Dbl. Keys Made
Opening Perimeter Perimeter Length Lock ~ Supplied In
HANDCUFFs
Model 700 - Chain Link 10 0z,/283 gms Carbon Steel Nickel or Blk Oxide ~ 2.0in,/51 mm 5.9in.,/150 mm 8.3in/211 mm 9.3in./236 mm Yes 2 USA
Model 750 - Chain Link 10 02,/283 gms Carbon Steel EPP 20in,/51 mm 5.9in./150 mm 8.3in,/211 mm 9.31in./236 mm Yes 2 USA
Model 710 - Chain Link 14.0z/397 gms ~ Carbon Steel/Aluminum ~ Nickel or Blk Oxide ~ 2.0in,/51 mm 5.9in./150 mm 8.3in,/211 mm 9.3in./236 mm Yes  2Restricted USA
Model P010 - Imported Chain Link 10 0z/283 gms Carbon Steel Nickel 20in/51 mm 5.9in./150 mm 8.3in/211 mm 9.3in./236 mm Yes 2 Korea
Model 700-6X - Chain Link 10.5 02,/298 gms Carbon Steel Nickel 20in,/51 mm 5.9in./150 mm 83in/211mm  125in/3175mm  VYes 2 USA
Model 7030 - Oversize Chain Link 12 02,/340 gms Carbon Steel Nickel or EPP 275in/10mm  7.5in/191 mm 10in./254 mm 105in/266mm  Yes 2 USA
Model 7030-6X - Oversize Chain Link 14 02./298 gms Carbon Steel Nickel 275in/10mm  75in/191 mm 10in./254 mm 1425in/362mm ~ Ves 2 USA
Model 7030HS - Oversize Chain Link 16 0z,/454 gms  Carbon Steel/Aluminum Nickel 275in/10mm  7.5in,/191 mm 10in./254 mm 10.5in./266 mm Yes  2Restricted USA
Model 801 - Hinged 12 02,/340 gms Carbon Steel Nickel or Blk Oxide ~ 2.2in./56 mm 6.4in./163 mm 9.1in,/231 mm 8.5in./216 mm Yes 2 USA
Model 850 - Hinged 12 02,/340 gms Carbon Steel EPP 2.2in./56 mm 6.4in./163 mm 9.1in,/231 mm 8.5in./216 mm Yes 2 USA
LeG IRONS
Model 703 15 02./425 gms Carbon Steel Nickel or EPP 275in/10mm  7.5in/191 mm 10in/254mm  24.25in/616mm  Yes 2 USA
Model 703HS 19.02/539 gms  Carbon Steel/Aluminum Nickel 2.75in./70 mm 15in,/191 mm 10in./254 mm 24.25in/616mm  Yes  2Restricted USA
Maodel 705 - Oversize Leg Iron 17 02./482 gms Carbon Steel Nickel 325in/825mm  975in/47mm  1225in/31Tmm ~ 26.00in/660 mm  VYes 2 USA
WaisT CHAINS
Model 7002 - Cuffs at Hips 2902822 gms Carbon Steel Nickel 20in/51 mm 5.9in./150 mm 8.3in/211 mm N/A Yes 2 USA
Model 7002HS - Cuffs at Hips 3302/935.gms  Carbon Steel/Aluminum Nickel 20in,/51 mm 5.9in./150 mm 8.3in/211 mm N/A Yes  2Restricted USA
Model 7003 - Cuffs in Front 2902822 gms Carbon Steel Nickel 20in/51 mm 5.9in.,/150 mm 8.3in/211 mm N/A Yes 2 USA
Model 7003HS - Cuffs in Front 3302/935 gms  Carbon Steel/Aluminum Nickel 20in/51 mm 5.9in.,/150 mm 8.3in/211 mm N/A Yes  2Restricted USA
Model 700TC32 - Transport Chain 22 lbs. Carbon Steel Nickel Handcuff: Handcuff: Handcuff: N/A Yes 2 USA
Tkg 20in/51mm  59in/150 mm 8.3in/211 mm
Leg Iron: Leg Iron: Leg Iron;
275in/70mm  75in/191 mm 10in/ 254 mm
End Link End Link Chain Link Max. Overall Adjusting
Model Weight Material Finish Size Opening Size Length Clip
ADJUSTABLE SECURITY CHAIN
Model PSCE0 11b. 4 0z. Steel Nickel 31/2" x 3/4" x 316" 21/2" x1/2" x 316" 11/2" x5/8" x 3/16" 60 inches Yes
589 gms 1.525 meters
Model PSCT8 11b.10 0z. Steel Nickel 31/2" x 3/4" x 316" 21/2" x1/2" x 3/16" 11/2" x5/8" x 3/16" 7860 inches Yes
136 gms 1.98 meters




HiGH SECURITY RESTRAINTS

Peerless high security products are designed for high risk prisoner restraint and
transport situations. These products do not operate with standard handcuff keys.
The restraints incorporate standard product with a MEDECO® or ASSA® Desmo
high security lock system and light weight aluminum housing. Multiple sets can

be ordered keyed alike or each set can be keyed different.

Both MEDECO® and ASSA® Desmo use restricted key control systems to pre-
vent unauthorized key duplication. Available as chain link handcuff, leg irons, and
waist chains. Features include spun rivet construction, double lock capability, and
profiled edges. All products come with two keys, a double lock activator, and a
lifetime warranty for manufacture defects. Made in USA.

MEDECO? is a registered trademark of Medico High Security Locks.
ASSA® Desmo is a registered trademark of Abloy Security, Ine.
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Oversize HANDCUFF Key STANDARD HANDCUFF KEY

A high quality extra large key designed to make double locking and unlocking restraints faster and easier. Standard size handcuff key. Small and
The extra long aluminum barrel is oversized and knurled for lighter weight and easy handling, The flag lightweight. Compatible with all standard
tip and double lock pin are made from heat-treated alloy steel for high strength and durability. type handcuff locking mechanisms.
Compatible with all standard type handcuff locking mechanisms. Available in silver and black finish. P

Comes with a key ring and lifetime warranty for manufacture defects.

The Peerless Handcuff Co.

www.peerless.net
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